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5-1: Introduction: 

Early operational amplifiers (op-amps) were used primarily to perform mathematical operations such as : 

addition , subtraction , integration , differentiation  - thus the term     ( operational ). 

 

Operational Amplifier Definition: 

operational amplifiers are linear devices that have all the properties required for nearly ideal DC 

amplification and are therefore used extensively in signal conditioning, filtering or to perform mathematical 

operations such as add, subtract, integration and differentiation. 

An Operational Amplifier, or op-amp for short, is fundamentally a voltage amplifying device designed to be 

used with external feedback components such as resistors and capacitors between its output and input 

terminals. These feedback components determine the resulting function or “operation” of the amplifier and 

by virtue of the different feedback configurations whether resistive, capacitive or both, the amplifier can 

perform a variety of different operations, giving rise to its name of “Operational Amplifier”. 

 

Symbol and Terminals: 

An Operational Amplifier is basically a three-terminal device which consists of two 

high impedance inputs: 

• one called the Inverting Input, marked with a negative or “minus” sign, ( – ) 

and 

• the other one called the Non-inverting Input, marked with a positive or “plus” 

sign ( + )  

• The third terminal represents the operational amplifiers output port which can 

both sink and source either a voltage or a current, as shown in Fig. (5-1). 

 

---------------------------------------------------------------------------------------- 
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Fig.(5-1). Op-amp symbols and packages 

Ideal op-Amp :  

 

 

 

 

Fig.(5-2).Basic op-amp representations 
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The Practical op-Amp: 

 

Internal Block Diagram and circuit diagrams of an op-amp : 

 

 

a). Basic internal arrangement of an op-amp. 

 
 

b).metal can op-amp µA741. c). component –level diagram of  op-amp 

Fig.(5- 3).Basic internal arrangement of an op-amp and one of the famous op-amp IC. 
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Operational Amplifiers Applications: 

Op amps are very widely used in electronic devices and can be found in several consumers, industrial and 
scientific applications. Operational amplifiers started being used in analog computers for mathematical 
operations in several circuits. Op amps are also widely used as building blocks for circuit design. This is due to 
the fact that the characteristics of circuits using op amps are set by external components with little 
dependence on manufacturing variations or temperature changes in the op amp. Other applications include: 

1). audio- and video-frequency pre-amplifiers and buffers 
2). differentiators and integrators 
3). filters 
4). voltage and current regulators 
5). analog calculators 
6). precision rectifiers 
7). precision peak detectors 
8). analog-to-digital and digital-to-analog converters 
9). voltage clamps 
10). oscillators and waveform generators 

 

The Op-Amp has two inputs and usually one output as shown earlier . The input terminals are labeled (+) and 

(-). A positive (+ve) input voltage at the (+) terminal, drives the output towards +Vcc and a +ve input voltage 

at the negative (–ve) terminal drives the output towards -Vcc. 

The approximate values for the Op-Amp parameters are: 

Table (5- 1). Approximate values for the Op-Amp parameters 

Input Resistance, Ri High     M2   

Output Resistance, Ro Low   100  

Voltage Gain 1.5x105  High 
 

From the table, it is seen the Op-Amp has close to ideal characteristics for an amplifier: 

(a) Very high input resistance: makes the Op-Amp useful as it will not load any preceding circuit 
stage, i.e. the voltage applied at the input will not be affected. 
(b) Very low output resistance: ensures that the Op-Amp's output will not be loaded by any 
following stage, i.e. the Op-Amp can be used to drive any following circuit stage. 
(c) Very high voltage gain. The Op-Amp amplifies the voltage difference between its input terminal,  

)VV(AVo

−+ −= . 

              The output voltage range depends on the dc power supply )V( cc . 

Ex -1 :An Example of Op-Amp Behavior 

 

 

 

 

                           Fig.( 5-4 ).Differential op-amp 

For the Op-Amp circuit:(Fig.5-4) 

V1= 1 * sin(100pt) 

and:    V2 = 5 * sin(100pt) 

Plot Vo(t) ?  
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Solution: 

 The Op-Amp output equation is given by: 

   Vo (t) = A (V+ - V-)       

In this case V+ = V1 (t), V- = V2 (t), and since A=1.5x105, then 

The output voltage Vo (t) = 1.5x105(1 * sin (100pt) - 5 * sin (100pt)) 

         Vo (t) = - 6x105 sin (100pt) 

 

But, the maximum possible output voltage of the Op-Amp is limited by the DC power supply )V( cc . In 

this case, the output saturates to the power supply voltage. The output is shown in the figure below. 

 

To find the input voltage, when the Op-Amp's output just saturates: 

-15V= 1.5 x 105 (Vx)  Vx = 10-4 V  Vx = 0.1 mV 

 

  In other words, the Op-Amp has such a high gain that, even if there is a small difference 

between the input voltages, the output saturates. 

 

                        Fig.( 5- 5 ).The inputs and output waveforms of the Ex-1. 
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5-2: Invertors and Non-Invertors: 

Non-Inverting Op-Amp: 

 

 

 

 

 

 

Remember that because of the very high input resistance of Op-Amp, almost no current  

flows into the +ve or –ve terminals of the Op-Amp. 

 To find the value of V-, consider the feedback circuit. As no current flows into the Op-Amp terminal, 

the feedback circuit forms a voltage divider supplied by Vo. 

    o
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Substituting iVV =−
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Hence, the closed-loop gain, ACL is given by:                                        

The gain, ACL is set only by the feedback resistor. 

 

 

 

Fig. (5-6) shows Op-Amp non-inverting amplifier. The 

input is applied to the +ve terminal and the output is 

fed-back to the      –ve terminal through RF and R1. 

 The feedback circuit of RF and R1 should ensure 

that: 

Vx = 0    or      V+ - V- =0 

And since V+ = Vin , then   V- = V+ = Vin 
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Fig.( 5- 6 ). Non-Inverting Op-Amp. 
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Op-Amp Inverting Amplifier 

 

 

 

 

 

 

 

  Although the (–ve) terminal of the Op-Amp is not connected to physical ground, it is still held at a potential 

of "0V" because of the circuit conditions. Such a point in the circuit is known as Virtual Earth, in this case it 

behaves as a virtual ground. 
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Since no current enters the Op-Amp, because of the high input resistance, 

21 II =  

F
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The (-ve) sign in the ACL expression indicates that the amplifier inverts the input at the output.  The gain is 

set only by the feedback circuit parameters. 

In this circuit, the +ve terminal of the Op-Amp is 

grounded, 0V =+
 . For proper operation, the 

feedback system tries to keep the difference 

voltage, xV  at approximately "0V". 

0VVVx =−= −+
 

Hence  0V =−
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Fig.( 5- 7 ). Inverting Amplifier 
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Unity Gain Buffer Amplifier 

 The unity gain buffer amplifier is essentially a non-inverting Op-Amp amplifier with feedback factor = 

1. 

 

 

 

 

 

 

 Fig.( 5- 8 ).Buffer amplifier A=1 

The Op-Amp unity gain buffer amplifier is a very useful circuit as it has near infinite input impedance and 

near 0 Ω output impedance. 

 

5-3: Summer (Adder) and Subtractor: 

Summing Amplifier (Inverting Summer Configuration) 

 

                                 Fig.( 5-9  ).Summing Amplifier 

Assuming that the feedback circuit tries to maintain Vx at 0V, i.e.+ = V-.  

V+ = Vi 

V- = Vo 

Assuming V+= V- 

Vo = Vi 

 

 

 

UNITY GAIN 



9 
 

As V+ is connected to ground, V+ = 0V, therefore, V- = 0V (Virtual Ground). Now assuming no current enters 

the Op-Amp because of very high input impedance, and writing Kirchhoff's  

law at the (–ve) terminal of the Op-Amp.  
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If .....RRR 321 ===  the output voltage, Vo becomes  

The magnitude of the output is the same as the sum of the inputs, but the output is inverted. 

 

Example 5-2 : 

 Find the expression for the output for the circuit below and sketch the output waveform over 2 

cycles. 









++−= )t100sin(5.0

K2

K10
)t100sin(2.0

K5

K10
V1
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Vo  

)t100sin(5.2)t100sin(4.0V1(Vo ++−=  

( ))t100sin(9.2V1Vo +−=  

 

 

 

 

 

 

 

Fig.( 5-10  ). 

 

( )321o VVVV ++−=

 

)t100sin(5.0   

)t100sin(2.0   

V1
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                                        Fig.( 5- 11 ). 

5-4: Differentiators and Integrators: 

The Op-Amp Differentiator: 

 The Op-Amp differentiator circuit performs the mathematical operation of differentiation, i.e. the 

output waveform of the circuit is the derivative of the input waveform. 

 In simple terms, differentiation of a given curve gives the slope of the curve. If the given curve is only 

a straight line, then the slope (derivative) is a constant value. For a curve, which is not necessarily a straight 

line, the slope (derivative) varies along all the different points of the curve, as shown in Fig.(5-12). 

 

 

                                                              

 

 

 

 

                                 Fig.( 5- 12 ). 
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slope
x

y

dx

dy
=




=                                 

  
dx

dy
 iesvar  all along the curve  

The Differentiation Amplifier circuit is shown below, Fig. (5-13): 

 

 

 

 

                                Fig.( 5- 13 ). Differentiation Amplifier circuit 

Assuming, that the feedback circuit tries to maintain Vx at 0V, i.e.
−+ = VV . As 

+
V  is connected to 

ground, then 
+

V = 0V, and, V0V = −
. 

 Assuming, no current enters the Op-Amp because of very high input impedance, and applying 

Kirchhoff's circuit laws at the terminal of         OP-Amp, then  

F1 II =   

F

o1
1

R

V

dt

dV
C =                                

dt

dV
CRV 1

1Fo −=  

The Op-Amp Integrator: 

 The Op-Amp is a circuit in which the output voltage waveform is the integral of the input voltage 

waveform, as shown below: 

 

 

 

 

 

                                Fig.( 5-14  ).The integrator circuit. 
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 The Op-Amp is built using the inverting amplifier circuit configuration. 

 Assuming, that the feedback circuit tries to maintain Vx at 0V,  i.e. 
−+ = VV . As 

+
V  is 

connected to ground, then 
+

V = 0V, and, V0V = −
. 

 Assuming, no current enters the Op-Amp because of very high input impedance, and applying 

Kirchhoff's circuit laws at the terminal of         OP-Amp, then  

F1 II =     
dt

dV
C

R

V o
F

1

1 −=                                 +−=
t

0
1

F1

o KdtV
CR

1
V  

Where K is the integration constant and is proportional to the value of the output voltage oV  at time 

0t = . 

Slew Rate, ( SR): 

Another parameter reflecting the op-amp’s ability to handling varying signals is slew rate, defined as slew 

rate = maximum rate at which amplifier output can change in volts per microsecond (V/µs) 

  
t

V
SR o




=  )s/V(        [ t in µs ] 

The slew rate provides a parameter specifying the maximum rate of change of the output voltage when 

driven by a large step-input signal.* If one tried to drive the output at a rate of voltage change greater than 

the slew rate, the output would not be able to change fast enough and would not vary over the full range 

expected, resulting in signal clipping or distortion. In any case, the output would not be an amplified 

duplicate of the input signal if the op-amp slew rate is exceeded. 

 

EXAMPLES 

 

Ex 5-3:  Calculate the output voltage of an op-amp summing amplifier for the following sets of voltages and 

resistors. Use RF = 1 MΩ in all cases. 

(a) V1=+1V, V2=+2V, V3=+3V, R1=500KΩ, R2=1 MΩ, R3=1 MΩ 
(b) V1=-2V, V2=+3V, V3=+1V, R1=200KΩ, R2=500 KΩ,          R3=1 MΩ 
 

Using the equation  
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Ex 5-4:  Calculate the output voltage of a non-inverting amplifier (as in figure below) for values of: 

      V1=2V, RF=500KΩ, and R1=100KΩ 

Solution 

 From the equation  

1
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Fig.( 5-15  ). 
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Ex 5-5:  If the circuit below has R1=100KΩ, RF=500 KΩ, and input voltage of V1=2V, what is the output voltage? 

 

 

 

Fig.( 5- 16 ). 

 

From equation   V10)V2(
K100

K500
V

R

R
V 1
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


−=−=    

  

Ex 5-6:  For an op-amp having a slew rate of SR = 2 V/µs, what is the maximum closed-loop voltage gain that 

can be used when the input signal varies by 0.5 V in 10µs? 

 

Solution 

 Since iCLo VAV =  , we can use the relation 
t

V
A

t

V i
CL

o




=




  to give 

                40
s10/V5.0

s/V2

t/V

SR

t/V

t/V
A

ti

o
CL =




=


=




=  

 

Any closed-loop voltage gain of magnitude greater than 40 would drive the output at a rate greater than the 

slew rate allows, so the maximum closed-loop gain is 40. 

 

 

 

 

 


